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Padeyes, ring bolts, or other suitable
means must be provided for securing.

(6) If the portable magazine has a
door or hinged cover, the door or cover
must have a strong hasp and padlock
or equally effective means of securing.

(7) The portable magazine must be
marked on its top and four sides, in let-
ters at least 8 cm (3 inches) high, as
follows:

EXPLOSIVES—HANDLE CAREFULLY—
KEEP LIGHTS AND FIRE AWAY.

(b) A portable magazine which meets
the requirements for a type 2 or type 3
magazine under 27 CFR part 55 subpart
K may be used for the stowage of Class
1 (explosive) materials on board ves-
sels.

(c) A portable magazine with a capac-
ity exceeding 3.1 m3, (110 cubic feet)
may be used for the stowage of Class 1
(explosive) materials under such con-
struction, handling, and stowage re-
quirements as the COTP approves.

§ 176.138 Deck stowage.

(a) Class 1 (explosive) materials
stowed on deck must be carried as
close to the vessel’s centerline as prac-
ticable.

(b) Class 1 (explosive) materials may
not be stowed within a horizontal dis-
tance of 6 m (20 feet) from any fire, ma-
chinery exhaust, galley uptake, locker
used for combustible stores, or other
potential sources of ignition. They
must be clear of walkways and cargo
working areas, fire hydrants, steam
pipes, and means of access; away from
all other facilities necessary for the
safe working of the vessel, and not less
than a horizontal distance of 8 m (26
feet) from the bridge, accommodation
areas, and lifesaving appliances.

(c) Where vessels are fitted with con-
tainer fastening arrangements, freight
containers containing Class 1 (explo-
sive) materials may be overstowed by
containers of compatible Class 1 (explo-
sive) materials or non-hazardous cargo.
Where vessels are not fitted with con-
tainer fastening arrangements, freight
containers loaded with Class 1 (explo-
sive) materials may be stowed only on
the bottom tier of the stowage.

SEGREGATION

§ 176.140 Segregation from other class-
es of hazardous materials.

(a) Class 1 (explosive) materials must
be segregated from other packaged haz-
ardous materials in accordance with
§ 176.83.

(b) Class 1 (explosive) materials must
be segregated from bulk solid dan-
gerous cargoes in accordance with the
General Introduction to the IMDG
Code. Notwithstanding § 176.83(b), am-
monium nitrate and sodium nitrate
may be stowed together with blasting
explosives, except those containing
chlorates, provided the mixed stowage
is treated as blasting explosives (see
§ 176.410(e)).

§ 176.142 Hazardous materials of ex-
treme flammability.

(a) Except as allowed by paragraph
(b) of this section, certain hazardous
materials of extreme flammability
may not be transported in a vessel car-
rying Class 1 (explosive) materials.
This prohibition applies to the follow-
ing hazardous materials:
Carbon disulfide ..... UN 1131 Class 3
Diethyl zinc ............ UN 1366 Division 4.2
Dimethyl zinc ......... UN 1370 Division 4.2
Magnesium alkyls .. UN 3053 Division 4.2
Nickel carbonyl ...... UN 1259 Division 6.1
Pyrophoric liquids,

n.o.s.
UN 2845 Division 4.2

(b) The hazardous materials listed in
paragraph (a) of this section may be
transported in a vessel carrying the
following Class 1 (explosive) materials
as cargo:

(1) Division 1.4 (Class C explosive)
materials, compatibility group S.

(2) Explosive articles having the fol-
lowing proper shipping names and iden-
tification numbers (see column (4) of
the § 172.101 table) if designed for life-
saving purposes and their total net ex-
plosive mass (weight) does not exceed
50 kg (110 lbs) per vessel:

(i) ARTICLES, PYROTECHNIC: UN
Nos. 0428, 0429, 0430, 0431.

(ii) CARTRIDGES, FLASH: UN Nos.
0049, 0050.

(iii) CARTRIDGES, SIGNAL: UN Nos.
0054, 0312.

(iv) SIGNAL DEVICES, HAND: UN
No. 0191.
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(v) SIGNALS, DISTRESS: UN Nos.
0194, 0195.

(vi) SIGNALS, SMOKE: UN Nos. 0196,
0197, 0313.

(3) Class 1 (explosive) materials in
compatibility groups C, D, and E if the
total net explosive mass (weight) does
not exceed 10 kg (22 pounds) per vessel.

(4) Explosive articles in compatibil-
ity group G, except fireworks and Class
1 (explosive) materials requiring spe-
cial stowage if the total net explosive
mass (weight) does not exceed 10 kg (22
pounds) per vessel.

(c) When a vessel carrying Class 1
(explosive) materials allowed under

paragraph (b) of this section also car-
ries a hazardous material of extreme
flammability, that hazardous material
must be stowed in a part of the vessel
as remote as practicable from the Class
1 (explosive) materials.

§ 176.144 Segregation of Class 1 (explo-
sive) materials.

(a) Except as provided in § 176.145 of
this subpart, Class 1 (explosive) mate-
rials may be stowed within the same
compartment, magazine, portable mag-
azine, or transport unit as indicated in
table 176.144(a).

TABLE 176.144(A)—AUTHORIZED MIXED STOWAGE FOR EXPLOSIVES
[An ‘‘X’’ indicates that explosives in the two different compatibility groups reflected by the location of the ‘‘X’’ may not be stowed

in the same compartment, portable magazine, or transport unit]

Compatibility groups A B C D E F G H J K L N S

A X X X X X X X X X X X X
B X X X X X X X X X X X
C X X X 1 X X X X
D X X X 1 X X X X
E X X X 1 X X X X
F X X X X X X X X X X X
G X X 1 1 1 X X X X X X
H X X X X X X X X X X X
J X X X X X X X X X X X
K X X X X X X X X X X X
L X X X X X X X X X X 2 X X
N X X X X X X X X
S X X

NOTES: 1. Explosive articles in compatibility group G, other than fireworks and those requiring special stowage, may be stowed
with articles of compatibility groups C, D, and E, provided no explosive substances are carried in the same compartment, port-
able magazine or transport unit.

2. Explosives in compatibility group L may only be stowed in the same compartment, magazine or transport unit with identical
explosives within compatibility group L.

(b) Where Class 1 (explosive) mate-
rials of different compatibility groups
are allowed to be stowed in the same
compartment, magazine, portable mag-
azine, or transport unit, the stowage
arrangements must conform to the
most stringent requirements for the
entire load.

(c) Where a mixed load of Class 1 (ex-
plosive) materials of different hazard
divisions and/or stowage arrangements
is carried within a compartment, mag-
azine, or transport unit, the entire load
must be treated as belonging to the
hazard division having the greatest
hazard. (For example, if a load of Divi-
sion 1.1 (Class A explosive) materials is
mixed with Division 1.3 (Class B explo-
sive) materials, the load is treated as a
Division 1.1 (Class A explosive) mate-
rial as defined in § 173.50(b) of this sub-

chapter and the stowage must conform
to the most stringent requirements for
the entire load).

(d) If some of the Class 1 (explosive)
materials in a stowage mixture require
magazine stowage, Class 1 (explosive)
materials requiring ordinary stowage
may be stowed in the same magazine.
When the magazine is used for sub-
stances requiring Type A stowage, the
other Class 1 (explosive) materials
stowed therein must have no exposed
parts of any ferrous metal or alu-
minum alloy, unless separated by a
partition.

(e) Segregation on deck: When Class 1
(explosive) materials in different com-
patibility groups are carried on deck,
they must be stored not less than 6 m
(20 feet) apart unless they are allowed
under table 176.144(a) to be stowed in
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